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OURVISION

Our purpose is that acquired knowledge and technical accumulation in the sector for
many years meet with more autoclave users, give our clients the opportunity to increase
their experience with our technology, Being a manufacturer company which is sought
with staff and our technology can be offer to the benefit of our customers, become a global
brand which is opening the world market and have high level of competition on field of
sterilization, become the high-quality, efficient, reliable and sustainable model in national
and international standards.

VIZYONUMUZ

Sektorimizde yillarin verdidi bilgi ve teknolojik birikimimizi daha fazla otoklav kullanicisi
ile bulusturmak, Misterilerimize bizim teknolojimizle deneyimlerini arttirma firsati vermek,
teknolojimizi misterilerimizin yararina sunabilen, kadrosuyla aranilan bir tretici firma olmak,
Dinya pazarina agilabilen sterilizasyon kulvarinda rekabet seviyesi yiiksek bir marka haline
gelmek, ulusal ve uluslararasi standartta en kaliteli, verimli, gtivenilir ve strd{rdlebilir bir
model olmak.

HISTORY

Our founder and honorary president Abdul Vahap BAL, starting his career in medical sector as a
technician in the 1960s , was known with reparing German, French or American autoclave goods
using in the state hospitals and had been sought out technican with his honesty and kidness.
After being experienced he founded TEK-BAL Medical Devices Inc. in order to produce autoclave
devices for Turkish market. We owe our thanks to Mr. Abdul Vahap, Obtaining his trademark
registration and producing the first autoclave device in Turkey, for his 50 years service at medical
sector between years 1960 and 2010 and his basic techincal heritage that he left behind.

TARIHCE

Medikal sektoriindeki is hayatina 1960'I yillarda Saglik Bakanligi'nda teknisyenlik yaparak
baslayan Kurucu ve Onursal Baskanimiz ABDUL VAHAP BAL, o yillardaki devlet hastanelerinde
kullanilan Fransiz, Alman, Amerikan mali otoklavlarin tamiratlarini yapan, diirlistligi ve
nezaketiyle aranilan bir teknisyen olmustur. Edindigi tecrlibe sonrasinda 6ncelikle Tiirkiye
piyasasi icin otoklav Uretmek Gzere 1980 yilinda TEK-BAL Tibbi Cihazlar A.S!yi kurmustur.
Tek-Bal Markasinin tescilini alan ve Tiirkiye'de ilk yerli otoklav cihazini lireten Abdiil Vahap
Bey'e, 1960 yilindan 2010 yilina kadar Medikal Sekt6riine verdigi 50 yillik hizmet ve bize
birakmis oldugu temel teknik mirastan dolay: tesekkiirlerimizi borg biliriz.

Lequeux Marka Otoklav 1968
Komrlii Sistem 1960 Elektirikli Sistem 1963
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Central Sterilization Unit Sample
Merkezi Sterilizasyon Unitesi Ornegi

References
Referanslar

Horizontal Autoclave | Steam Sterilizer
Yatay Tip Otoklav | Buharli Sterilizator

Vertical Autoclave | Steam Sterilizer
Dik Tip Otoklav | Buharli Sterilizator

Desktop Autoclave LSteam Sterilizer
Masalistl Otoklav | Steam Sterilizer

Ultrasonic Cleaner
Ultrasonik Yikayici

Reverse - Osmosis Water Treatment System
Reverse - Osmosis Su Aritma Sistemi

Distilled Water Device
Distile Su Cihazi

Sealing Device
Paketleme Cihazi

Automatic Sealing Device
Otomatik Paketleme Cihaz

Automatic Sealing Device With Printer
Yazicih Otomatik Paketleme Cihazi

Automatic Sealing Device With Printer and Barcode Read System
Barkod Okuma Sistemli Yazicilh Otomatik Paketleme Cihazi

Stainless Steel Operating Room Equipments
Paslanmaz Celik Ameliyathane Ekipmanlari

Quality Certificates
Kalite Belgeleri
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CENTRAL STERILIZATION UNIT SAMPLE
MERKEZI STERILIZASYON UNITES| ORNEGI

Yan Steril Alan

(lean Area

Kirli Alan
Dirty Area

Central sterilization unit is the establishment of hospital infrastructure. The materials exiting from this unit is used
by all hospital sections. Ideally done at a single center of sterilization, it is important to regularly follow up and
work safety. Organisational problems occur frequently in good unplanned sterilization units. Sterilization unit should
be planned considering the areas to be within easy reach of all the departments and particularly a transfer to the
operating room should be made smoothly. Sterilization unit should preferably be located in the lower floor of the
operating room. Clean and dirty elevators should be used to ensure the material transfer if possible.

Merkezi Sterilizasyon Unitesi hastanelerin bir alt yapi kurulusu olup bu {initeden ¢ikan malzemeler tiim bélimler
tarafindan kullanilmaktadir. Ideal olarak sterilizasyon islemlerinin tek bir merkezde yapilmasi, diizenli takip ve
calisma givenligi agisindan dnemlidir. Yeni yapilanma sirasinda iyi organize edilemeyen sterilizasyon linitelerinde
planlamadan kaynaklanan sorunlar sik¢a yasanmaktadir. Sterilizasyon Unitesi tiim boltimlerin kolay ulasabilecedi
alanlar goz dntine alinarak planlanmali, 6zellikle ameliyathaneye transferler sorunsuz yapilmalidir. Sterilizasyon
Uniteleri tercihen ameliyathanelerin alt katinda yer almali ve eger mimkiinse malzeme transferini saglamak icin
kirli ve temiz asansérler kullanilmalidir.
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REFERENCES/ REFERANSLAR

LOCAL REFERENCES

ISTANBUL iCi REFERANSLAR

OZEL MEDITIME HASTANES

GEBZE MERKEZ PRIME HASTANESI

OZEL TEMPOINT HASTANES|

OZEL MEDIPOL HASTANESI

OZEL ILKE HASTANESI

OZEL OR-AHAYIM BALAT HASTANESI

OZEL OSMANOGLU HASTANESI

OZEL ERDEM HASTANESI (CAMLICA)

OZEL DUNYAGOZ HASTANESI (ETILER)

OZEL DUNYAGOZ HASTANESI (ALTUNIZADE)

OZEL ISTANBUL SAFAK HASTANESI

OZEL ATAKOY HASTANESI

OZEL ERSOY HASTANESI (KURTKOY)

OZEL ERSOY HASTANESI (SULTANBEYLI)

OZEL ONUR EROL HASTANESI

OZEL VIA HOSPITAL SANCAKTEPE

OZEL SELIMIYE HASTANESI

OZEL JINEMED KALAMIS TIP MERKEZI

OZEL CAPA HASTANESI

OZEL GUNGOREN KOLAN HASTANESI

OZEL SAFA HASTANESI (BAGCILAR)

OZEL BAHAT HASTANESI (ORTOMEDICA)

OZEL KADIKOY SIFA HASTANESI

OZEL MELTEM HASTANESI

OZEL HOSPITALPARK HASTANESI

OZEL MEDIAN HASTANES

FORD OTOSAN A.S.

ISTANBUL UNIVERSITESI CAPATIP FAKULTES]

OZEL AFIYET HASTANESI

(OZEL RUMELI HOSPITAL

OZEL AVICENNA HASTANESI (ESENLER)

(OZEL ENSAR HASTANESI (GULTEPE)

(OZEL HOSPITADENT DI HASTANES| (BAGCILAR)

|

(OZEL BESIROGLU DIS HASTANESI

OZEL YASAM HASTANESI

|

OZEL FLORYA CERRAHITIP MERKEZI

OZEL ISTANBUL HOSPITAL

OZEL AYDIN UNIVERSITESI HASTANES
OZEL ACIBADEM HASTANESI (BEYLIKDUZU)
OZEL HALKALI KENT HASTANESI

OZEL YENI UFUK HASTANES|

KARTAL DEVLET HASTANESI(SEMIHA SAKIR)
OZEL ESENCAN HASTANES

OZEL OMUR HASTANESI

OZEL HOSPITALIUM HASTANESI (SISLi)

|

LEPRA DERIVE ZUHREVI HASTALIKLARI HASTANESI
OZEL AVRUPA CERRAH TIP MERKEZI

OZEL TOPLUM CERRAHITIP MERKEZI

(OZEL BARLAS TIP MERKEZI

(OZEL AKASYA POLIKLINIGI

SULTANAHMET MILLI EGITIM KLINIGI

OZEL SAFAKTIP MERKEZI

(OZEL SANTEPLUS HASTANES|

(OZEL MEDICA TIP MERKEZI

ALMENS INSAAT A.S.

MEBASS MEDIKAL
MEDAZ MEDIKAL

KONUM DIS TICARET

ISTANBUL DISI REFERANSLAR
OUT OF TOWN REFERENCES

(OZEL MEDIKENT HASTANESI (LULEBURGAZ)

OZEL MEDIKLINIK HASTANES] (DENIZLI)
OZEL HALIKARNAS HASTANES {BODRUM)

(OZEL ANADOLU HASTANESI (BURSA)

(OZEL [ZMIR HASTANES| (IZMIR)

ATA FEN VETERINERLIK HASTANES| (IZMIR)

OZEL SEVGI HASTANES] (OSMANIYE)

DORTYOL DEVLET HASTANES (DORTYOL)

(OZEL KECIOREN HASTANESI (ANKARA)

OZEL OZTAN HASTANESI (USAK)

OZEL NAKIPOGLU BILGI HASTANESI (KONYA)

T.CNAMIKKEMAL UNIVERSITESI HASTANES| (TEKIRDAG)

T.C. ULUDERE DEVLET HASTANES| (SIRNAK)

(ANKARA)

MIKROTEST LABARATUVAR CIHAZLARIAS.

SURIYE INSANI YARDIMLASMA DERNEGI {HATAY)

ZENDA MEDIKAL AS.

(DIYARBAKIR)
TUGRATIP MEDIKAL AS. (KiLis)

TEKNOPROM OZEL SAGLIK HIZMETLERI A.S. (KAYSER])

IZDENTTIBBI CIHAZLAR AS. (AYDIN)

www.tek-bal.com =
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Side Panels

Clean Area Side
Yari Steril Alan Bolimii

Material Specifications / Malzeme Ozellikleri

Out Body and Chassis Alsi 304L Stainless Steel
Dis Yiizey ve Sasi Aisi 3041 Paslanmaz Celik
Jacket / Aisi 316L Stainless Steel
Ceket Aisi 3161 Paslanmaz Celik

Aisi 316L Stainless Steel
Aisi 3161 Paslanmaz Celik

Sterilization Chamber
Sterilizasyon Hicresi

Steam Generator Aisi 316L Stainless Steel
Buhar Jeneratdr Aisi 3161 Paslanmaz Celik

Chamber Door Aisi 304L Stainless Steel
Hiicre Kapisi Aisi 304L Paslanmaz Celik

Polishing Method Electropolish After Pasivation

Polisaj Yontemi
Heat Insulation
Is1 [zolasyonu

Pasivasyon Sonrasi Elektropolisaj
Wool of Stone Covered with Stainless Steel
Tag Yinii Uzeri Paslanmaz Celik Kaplama

Yan Paneller

Cycles / Programlar

Instrument Cycle ( 134°C)
Alet Programi ( 134°C)
Textile Cycle (134°C)
Tekstil Programi { 134 °C)
Plastic Cycle (121°C)
Plastik Programi ( 121 °C)
Liquid Cycle (121 °C)
Likit Programi ( 121 °C)
Flash Cycle (134 °C)
Flash Programi ( 134°C)
Flash 2 Cycle ( 134°C)
Flash 2 Programi( 134°C)
Bowie-Dick Test Cycle { 134°C)
Bowie-Dick Test Programi ( 134°C)
Vacum Leak Test Cycle
Vakum Kacak Test Programi
20 User Defined Sterilization Cycle
20 Kullanicr Tamimli Sterilizasyon Programi

oo, 03

|! Product images belong to $TR-250 model |t may differ fom the actual prodc, depending on th

Sterile Area Side
Steril Alan Bolimi

mYGCENn° Q )
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Side Panels
Yan Paneller

Hardware Specifications / Donanim Ozellikleri

Vacuum Pump Type
Vakum Pompasi Tipi
Operation System
Isletim Sistemi
Water Feeding
Su Beslemesi
Steam Generator
Buhar Jeneratorii
Generator Level Control
Jeneratdr Seviye Tespiti
Jacket System
Ceket Sistemi
Display Type
Ekran Tipi
Printer
Yazci
Communication
Haberlesme
Remote Control
Uzaktan Kontrol
Sensors
Sensorler
Warning System
Uyari Sistemi
Security
Gilvenlik
Door System
Kapi Sistemi
Steam Connections
Buhar Baglantilar
Valve Type
Valf Tipi
Condensed Steam Valve
Buhar Yogusma Valfi

Liquid Ring Vacuum Pump
Sivi Halkal Vakum Pompasi
Microprocessor Controlled (PLC)
Mikroiglemci Kontrolli (PLC)
Automatic with Water Pump
Su Pompasi ile Otomatik
Built-in Steam Generator
Dahili Buhar Jeneratdril
Stainless Steel Buoy (3 Level)
Paslanmaz Celik Samandira (3 Seviye)
Filled with Saturated Steam
Doymus Buharli Ceket Sistemi
Color TFT, LCD Touch Screen
Renkli TFT, LCD Dokunmatik Ekran
42 Character / Line Thermal Printer
42 Karakter / Satir Termal Yazic
RS 232, RS 485, RS 422, Ethernet and USB
RS 232, RS 485, RS422, Ethemnet ve USB
Avaiable on PC, Tablet, SmartPhone
PC, Tablet, Akilli Telefon ile kullanifabiir,
Phase Sequence Sensor and Water Sensor
Faz Siras) Sensoril ve 5u Sensord
Auditory & Visual & Printed
Sesli & Gorsel & Yazih
Electronical & Mechanical
Elektronik ve Mekanik
Double Motorized Vertical Sliding Door
Dikey Eksende Otomatik Cift Kayar Kapi
Stainless Steel Tube and PTFE Tube
Paslanmaz Celik Boru ve PTFE Boru
Stainless Steel Pneumatic Valve
Paslanmaz Celik Pnomatik Valf
Thermostatic Steam Trap Valve
Termostatik Buhar Tutucu Valf
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MODEL STR-100 STR-130 STR-160 STR-250 STR-360 STR-450 STR-600 STR-800  STR-1000
Chamber Volume (Liter) 100 LITER 130 LITER 160 LITER 250 LITER 360 LITER 450 LITER 600 LITER 800 LITER 1000 LITER
Hiicre Hacmi (Litre)
Capacity as STU* 151U 151U 1.5 5TU 1.55TU 45TU 6STU 8STU 125TU 16STU
£ . *5TU: 30x30xB0cm | *STU: 30x30x60cm | *STU: 30x30x60cm “5TU: 30%30x60cm | *STU: 30x30x60 em *5TU; 30%30 %60 cm *STU: 30x30x60em | *STU: 30x30x60cm | *STU: 30x30x60cm
STU* olarak Kapasite
ChamtferD_l.mcinsulms 40x40x63cm | 40x40x82cm 40x40x100cm | 50x50x100cm | 65x%65x86cm | 65x65x108cm | 65x65x142cm | 65x65%190¢cm | 65x65% 240 cm
Hiicre Olgilleri (cm)
Sterilization Pressure 1.1 Bar 1.1 Bar 1.1 Bar 1.1 Bar 1.1 Bar 1.1 Bar 1.1 Bar 1.1 Bar 1.1 Bar
Sterilizasyon Basingi 2.1Bar 2.1 Bar 2.1 Bar 2.1 Bar 2.1 Bar 2.1 Bar 2.1 Bar 2.1 Bar 2.1 Bar
Sterilization Temperature 121°C 121°C 121°C 121°C 121°C 121°C 121°C 121°C 11°C
Sterilizasyon Sicakhigi 134°C 134°C 134°C 134°C 134°C 134°C 134°C 134°C 134°C
Generator Test Pressure
i, 6 Bar 6 Bar 6 Bar 6 Bar 6 Bar 6 Bar 6 Bar 6 Bar 6 Bar
Jenerator Test Basinci
Generator Operating P -
i ”pera o P 4 Bar 4 Bar 4 Bar 4 Bar 4 Bar 4 Bar 4 Bar 4 Bar 4 Bar
Jeneator Calisma Basinci
Generator Heater Power
, o 15 kVA 27 kVA 27 kvA 315 kVA 42 KVA 42 kVA 42 KVA 63 KVA 73.5 kVA
Jenerator Isitici Giici
Operating Voltage 208VAC3-P(0) | 208VAC3-P(0) | 208VAC3-P(0) | 208VAC3-P(O) | 208VAC3-P(0) | 208VAC3-P(0) | 208VAC3-P(0) | 208VAC3-P(0) | 208V AC3-P(0)
Caligma Gerilimi 220VAC1-P (0) | 220VACI-P (0) | 220VACTP (O) | 220VACI-P (0) | 220VAC1-P (0) | 220VAC1-P (0) | 220VAC1-P (0) | 220VACT-P (0) | 220V AC1-P (0)
380VAC3-P (S) | 380VAC3-P(S) | 380VAC3P(S) | 380VAC3-P(S) | 380VAC3-P(S) | 380VAC3-P(5) | 3BOVAC3-P(S) | 380VAC3-P(S) | 380VAC3-P (5)
Safety Valve (Unit)
Emniyet Valfi (Adet) 4 J 1 § 8 ' o ' t
Weight
Adilik 600 Kg 650Kg 700Kg 900 Kg 1000 Kg 1100 Kg 1200 Kg 1400 Kg 1650Kg
External Dimensions
Dis Olciler (cm) 00xB8Bx170cm | 90x95x170cm | 90x125x170cm | 96x125%x190cm | 117x110x190¢m | 117x138x190cm [ 117x175%190 cm | 117 x220x 190 ¢m| 117 x 270 x 190 cm
Compatible Directives And Standarts Door System** Double Sliding Door Equipments and Accessories
Uyumlu Olan Standartiar ve Direktifler Kapi Sistemi** Cift Kayar Kapili Ekipman Ve Aksesuarfar
Steam Quality Standarts According To EN 285+A2:2016 Movement System Stepper Electric Motor Loading Rack (8) Loading Carts (0)
IEC EN 60601-1:2009+A1:2014+AC:2011+A12:2015+A1/AC:2014 Hareket Sistemi Elektrikli Stepper Motor Yiikleme Rafi Yikleme Arabas
EN 285+A2:2016, ENISO 17665, 1509001, IS0 13485 Language Options*** :  English / French / Spanish / Turkish Report with Thermal Printer ] Silent Air Compressor (0)
TSEN 60601-1-2:2016, TSEN61000-4-2, TSEN61000-4-3 Dil Segenekleri*** Tiirkee / ingilizce / Fransizca / lspanyolca Termal Yazict ile Rapotlama Sessiz Hava Kompresori
TSEN61000-4-4, TSEN 61000-4-6, TS5 EN 61000-4-8 ** By changing setting on the device touch screen, Single Stage Vacuum Pump () Double Stage Vacuum Pump (0)

TSEN61000-4-11, TSEN61000-3-2, TSEN61000-3-3

TSEN 55011, TS EN61010-2-040:2016, TSEN61326-1:2013

Pressurized Equipment Directive PED 2014/68/EU

www.tek-bal.com

It can be used witha single sliding door.

Tek Kademeli Vakum Pompasi

Cift Kademeli Vakum Pompast

** Cihaz dokunmatik ekrani {izerinden ayar degistirilerek,

Tek kayar kapil olarak kullanilabilmektedir.

Stainless Steel Pneumatic Valves  (5)
Paslanmaz Celik Pnomatik Valfler

Bio-Seal Gasket for BSL Laboratiores (0]

BSL Laboratuvarlan icin Bio-Seal Conta
Built-in Temperature Sensor for Media (0}
Likit Materyal icin Dahili Isi Sensorii

Medical Devices Directive MDD/93/42/EEC #*Any desired language can be added to the software as free.

**Talap edilen her tirli dil yazilima dicretsiz olarak eklenebilmektedir,

A Class PT100 Temperature Sensor ~ (5)
A Sinifi PT100 Ist Sensdril

Water Sensor (8) Central Steam Connection (0)
Su Sensori Merkezi Buhar Baglantisi

Compressed Air Sensor (5) Steam / Air Mixture Cycle (0)
Basinch Hava Sensdril Buhar / Hava Kangim Dangiisii

Electricity Phase Sequence Sensor  (S) 10'Touch Screen (0}
Elektrik Faz Sirasi Sensdr(i 10° Dokunmatik Ekran

7*Touch Screen ] Fast Cooling for Liquid Media (0)
7* Dokunmatik Ekran Likit Materyal icin Hizll Sodutma

Built-in Steam Generator 5) 316 Tl Stainless Steel Chamber (0)
Dahili Buhar Jeneratdri 316 Ti Kalite Paslanmaz Celik Hiicre

Thermic Overload Protection 8 Remote Control (VPN) Module (0)
Termik Asir Alim Korumasi Uzak Baglanti (VPN) Modiili

Analog Gauges (4 Unit) () Digital Pressure Sensors (4 Unit) (8)
Analog Manometreler { 4 Adet) Dijital Basing Sensdrleri (4 Adet)

Short Circuit Protection 5 Password Protection (S)
Kisa Devre Korumasi Sifre Korumast

Hepa Filter (EN1822-H14Class)  (5) Exhaust Line Biological filter {0)

Hepa Filtre (EN 1822 - H14 Sinifi)
(5) - Standard
(0) - Optional

Bosaltma Hatti Biyolojik Filtre
(5) - Standart
(0) - Opsiyonel

REMOTE CONTROL FEATURE ON PC, TABLET, SMARTPHONE
| P, TABLET, AKILLITELEFON UZERINDEN KONTROL OZELLIGH

ORATI PRI,
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STR-V75
Chamber Volume : 5L
Sterilizasyon Hacmi
Chamber Dimensions : 40 x 60 cm
Hiicre Oliileri {cm)
Sterilization Pressure : 1.1 Bar
Sterilizasyon Basinci 2.1 Bar
Sterilization Temperature 121°C
Sterilizasyon lsisi 134°C
Test Pressure : 4 Bar
Test Basinci
Operating Pressure : 2.5 Bar
(alisma Basinai
Heater Power : 15 KVA
lsitici Gl
Operating Voltage : 220VACI-P (O)
Calisma Gerilimi 3B0VAC3-P (5
Safety Valve (Unit) : 4
Emniyet Valfi (Adet)
Weight : 450 Kg
Adurlik
External Dimensions : 80x95x160 cm
Dis Olciler {cm)
Material Specifications / Malzeme Ozellikleri Cycles / Programlar Hardware Specifications / Donanim Ozellikleri
Out Body and Chassis 1 Aisi 304L Stainless Steel Instrument Cycle ( 134°C) Vacuum Pump Type : Liguid Ring Vacuum Pump
Dig Yiizey ve Sasi Aisi 304L Paslanmaz Celik Alet Programi ( 134°C) Vakum Pompas! Tipi Sivi Halkali Vakum Pompasi
Jacket : Aisi 316L Stainless Steel Textile Cycle ( 134°C) Operation System ¢ Microprocessor Controlled (PLC)
Ceket Alsi 3161 Paslanmaz Celik Tekstil Programi  134°C) lletim Sistem Mikroistemci Kontrolli (PLC)
Sterilization Chamber g Aisi 316L Stainless Steel Plastic Cycle (121°C) Water Feeding ¢ Automatic with Water Pump
Sterilizasyon Hiicresi Aisi 316L Paslanmaz Celik Plastik Programi ( 121°C) Su Beslemesi Su Pompast ile Otomatik
Steam Generator : Aisi 316L Stainless Steel Liquid Cycle (121°C) Steam Generator . Built-in Steam Generator
Buhar Jeneratdr Aisi 316L Paslanmaz Celik Likit Programi ( 121°C) Buhar Jeneratdri Dahili Buhar Jeneratdrl
Chamber Door 3 Aisi 304L Stainless Steel Flash Cycle (134°C) Generator Level Control Stainless Steel Buoy ( 3 Level)
Hiicre Kapisi Alsi 3041 Paslanmaz Celik Flash Programi (134°C) Jeneratdr Seviye Tespiti Paslanmaz Celik Samadira (3 Seviye)
Polishing Method : Electropolish After Pasivation Flash 2 Cycle  134°C) Jacket System : Filled with Saturated Steam
Polisaj Yontemi Pasivasyon Sonras! Elektropolisaj Flash 2 Programi( 134°C) Ceket Sistemi Doymus Buharli Ceket Sistemi
Heat Insulation i Wool of Stone Covered with Stainless Steel Bowie-Dick Test Cycle ( 134°C) Display Type : Color TFT, LCD Touch Screen
Is1 [zolasyonu Tag Yiind Uzeri Paslanmaz Celik Kaplama Bowie-Dick Test Programi ( 134°C) Ekran Tipi Renkli TFT, LCD Dokunmatik Ekran
Vacum Leak Test Cycle Printer . 42Character / Line Thermal Printer
Vakum Kagak Test Pragrami Yazicl 42 Karakter / Satir Termal Yazici
20 User Defined Sterilization Cycle Communication : RS232 RS 485, RS 422, Ethernet and USB
20 Kullanici Tanimli Sterilizasyon Programi Haberlesme RS 232, RS 485, RS422, Ethernet ve USB
Remote Control :  Avaiable on PC, Tablet, SmartPhone
Uzaktan Kontrol PC, Tablet, Akilli Telefon ile kullanifabilir,
Sensors 1 Phase Sequence Sensor and Water Sensor
Sensdrler Faz Sirasi Sensori ve Su Sensdri
Warning System ¢ Auditory & Visual & Printed
Uyan Sistemi Sesli & Gorsel & Yazih
Security : Electronical & Mechanical
Givenlik Elektronik ve Mekanik
Door System 1 Double Motorized Horizontal Sliding Door
Kapi Sistemi Dikey Eksende Otomatik Cift Kayar Kapi
Steam Connections . Stainless Steel Tube and PTFE Tube
Buhar Baglantilan Paslanmaz Celik Boru ve PTFE Boru
Valve Type : Stainless Steel Pneumatic Valve
Valf Tipi Paslanmaz Celik Pnomatik Valf
Condensed SteamValve ~ :  Thermostatic Steam Trap Valve
Buhar Yogusma Valfi Termostatik Buhar Tutucu Valf
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Loading Rack ] Loading Baskets (0)
Yikleme Rafi Yiikleme Sepeti
Door System : Single Sliding Door Report with Thermal Printer () Silent Air Compressor (0}
Kapi Sistemi Tek Kayar Kapil Termal Yazici ile Raporlama Sessiz Hava Kompresori
Movement System : Stepper Electric Motor Single Stage Vacuum Pump S Double Stage Vacuum Pump o)
Hareket Sistemi Elektrikli Stepper Motor Tek Kademeli Vakum Pompasi Cift Kademeli Vakum Pompasi
Language Options*  :  English / French / Spanish / Turkish Solenoid Valves for Steam (8) Built-in Temperature Sensor for Media  (0)
Dil Secenekleri* Tiirkge /ingilizce / Fransizca / Ispanyolca Buhar Tipi Solenoid Valfler Likit Materyal igin Dahili Ist Sensérd
**Any desired language can be added to the software as free. A Class PT100 Temperature Sensor (5] Central Steam Connection ()
*#Talep edilen her tiri dil yazilima ticretsiz olarak eklenebilmektedi. A Sinifi PT100 Is1 Sensérii Merkezi Buhar Baglantisi
Water Sensor (S} Steam / Air Mixture Cycle (o]}
Su Sensori Buhar / Hava Karisim Déngsti
Compressed Air Sensor (5) 10" Touch Screen (o)}
Basingli Hava SensGrii 10" Dokunmatik Ekran
Compatible Directives And Standarts Electricity Phase Sequence Sensor ~ (5) Fast Cooling for Liquid Media (0]
Uyumlu Olan Standartlar ve Direktifler Elektrik Faz Sirasi Sensbrii Likit Materyal igin Hizli Sogutma
Steam Quality Standarts According To EN 285+A2:2016 7" Touch Screen (8) 316Ti Stainless Steel Chamber {0}
|EC EN 60601-1:2009+A1:2014+AC:2011+A12:2015+A1/AC:2014 7" Dokunmatik Ekran 316 TI Kalite Paslanmaz Celik Hiicre
EN 285+A2:2016, ENISO 17665, 1509001, 1SO 13485 Built-in Steam Generator (5) Remote Control (VPN) Module (0]
TS EN 60601-1-2:2016, TSEN61000-4-2, TSEN 61000-4-3 Dahili Buhar Jeneratéri Uzak Baglanti (VPN) Modiili
TSEN61000-4-4, TSEN61000-4-6, TSEN 61000-4-8 Thermic Overload Protection (8) Digital Pressure Sensors (4 Unit) (S}
TS EN 61000-4-11, TS EN 61000-3-2, TSEN 61000-3-3 Termik Asin Akim Korumasi Dijital Basing Senstirleri (4 Adet)
TSEN 55011, TSEN 61010-2-040:2016, TSEN 61326-1:2013 Analog Gauges (4 Unit) ] Password Protection 1]
Pressurized Equipment Directive PED 2014/68/EU Analog Manometreler ( 4 Adet) Sifre Korumasi
Medical Devices Directive MDD/93/42/EEC Short Circuit Protection (] Exhaust Line Biological filter 0)
Kisa Devre Korumast Bosaltma Hatti Biyolojik Filtre

Hepa Filter (EN1822 - H14 Class)  (5)
Hepa Filtre (EN 1822 - H14 Sinift)
(S) - Standard (S) - Standart
(0) - Optional (0} - Opsiyonel

REMOTE CONTROL FEATURE ON PC, TABLET, SMARTPHONE
PC. TABLET, AKILLI TELEFON UZERINDEN KONTROL OZELLIGI

Product images belong ta STRATS model 1t enay difer fram the actual peoduct, dependling o the capacity and option.
Uriin qarseleri STRTS modeling aitt. Geroek (rin kapasite ve opsiyona ire iesel farkhlik gsterebilic 06 |
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Chamber Volume (Liter)
Hicre Hacmi (Litre)

Clean Water Tank Capacity
Temiz Su Haznesi

Waste Water Tank Capacity
Atik Su Haznesi

Water Consu mEtion Of Cycle
Cevrim Basi 5u Tuketimi
Noise
Gurdltd
Ambient Tem Ee[ature
Ortam Sicaklich

Ambient Humidity
Ortam Nemi

Operating Voltage
pCahsm% Volta)gl

Maximum Power
Maksimum Glig

Maximum Altitude
Maksimum Rakim

Weight
Agirhk

Sterilization Temperature
Sterilizasyon Sicakligi

Loading Capacity
Yukleme Kapasitesi

STR STR - Reliable B Class Steam Sterilizers accordance with EN 13060
18 23 &S0 13485:2003 for the medical equipments and packets
Medikal alet ve paketlerin sterilizasyonu icin EN 13060
i ks & ISO 13485:2003%e uygun, B sinifi giivenilir buhar sterilizatérii
aL - High Resolution of Wide LCD Screen (128x64 Dots)
. 128x64 Pixel Yitksek Coziinirltkli LCD Ekran
= - Cleanable Water Tank
0,17 £0,01 I7em Temizlenebilir Su Deposu
i - USB Socket For Log Of Sterilization Process
Sterilizasyon Kayd Icin Dijital USB Baglantisi
5-40°C
-The Lock System With Double Control
b Cift Kontrollii (Mekanik & Elektronik) kapi emniyet sistemi
s - Nonwelding Stainless ,Steel Chamber And Door
Paslanmaz Celik Kazan, Ozel Islemli Yiizey
1600 kVA
- Latest Technology Operator Panel
Hpa106D Son Teknoloji Operator Paneli
47Kg  50Kg

- Precise and Powerful Vacuum System (-0.90 Bar)

Hassas ve Giiclii Vakum Sistemi (-0.90 Bar)
121°C & 134°C

- 10 Default Sterilization Program

3-45Kg 4-7Kg

Genis Tercih Aralikli 10 Fabrikasyon Program

Chamber Diameter
Piacke Gapl esumm - Special Program and Vacuum Test Program
Chamber Depth 1 Ozel Program ve Vakum Test Programi
Hucre Derinligi 355 mm 450 mm
Chamber Diameter - Optionally Mini-Thermal Printer
Hiicre Capy 250 mm Opsiyonel Mini-Termal Yazici
External Dimensions
Dns Ebatlar 450 x 460 x 575 mm -8 Languages
8 Dil Secenegi

The Lock System with double control of mechanism and electrization
Mekanik ve Elektronik Cift Kontrolli Kapak Kilit Sistemi

Double-Head Vacuum Pump Makes Degree Of Vacuum Up To -0.90 Bar
Cift Bashikh Vakum Pompasi Sayesinde -0.90 Bar'a Kadar Vakum Glici

High Resolution 128x64 Pixel Wide LCD Display
Precision Of Pressure is % 0.1
Precision Of Temperature is % 0.5

Yuksek Cozundirlikli 128x64 Pixel Genig LCD Ekran
90.1 Basing Hassasiyeti
%0.5 Sicaklik Hassasiyeti

Flash Disk records the log of sterilizing process by USB socket

USB Baglanti Ozelligi ile Data Kaydi
RS232 Baglanti Ozelligi lle Termal Yazici Cikti Ozelligi

Longer Lived With the Chamber and Door-lids which are produced

from nonwelding stainless steel
Yiizeyi Ozel islemli Paslanmaz Celikten Uretilen Sterilizasyon Hiicresi
Ve Kapad ile Daha Uzun Omirli

The open-upward water tank designed for” EN 13060:2019" Standard

07

| RS232 to allow complete recording of the sterilization cycle on thermal printer

EN 13060:2019 Kalite Standartlarina Gore Tasarlanmis Agilir Kapakh Su Deposu

Product images belong ta STR-23 model It may differ fram the actual product, depending on the capacity and option
Ui garsefler STR-23 modaine aitir Gerpek linin kapsite we opsiyona goee garse! farkhik gosterckili
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Hardware Specifications / Donanim Ozellikleri

Vacuum Pump Type

Vakum Pompas! Tipi
Operation System

Isletim Sistemi
Water Feeding

Su Beslemesi
Steam Generator

Buhar Jeneratorii
Jacket System

Ceket Sistemi
Display Type

Ekran Tipi
Printer

Yazici
Communication

Haberlegme
Sensars

Sensdrler
Warning System

Uyar: Sistemi
Security

Glivenlik
Steam Connections

Buhar Baglantilari
Valve Type

Valf Tipi
Lanquage Options

Dil Secenekleri

Cycles / Programlar

Emergency Cycle ( 134°C)

Acil Programi ( 134°C)
Solid Cycle ( 134°C)

Alet Programi { 134°C)
Hollow Cycle { 134°C)

Gozenekli Programi (134 °C)
Prion Cycle (134°C)

Tekstil Programi (134 °C)
Solid Cycle ( 134°C)

Kat1 Programi ( 134°C)
Hollow Cycle (121°C)

Gozenekli Programi( 134°C)
Glass Cycle (121°C)

Kauguk Programi (121 °C)
Tampon Cycle (121°C)

Gazh Bez Programi [ 121°C)
Bowie-Dick Test Cycle (134°C)

Bowie-Dick Test Programi ( 134 °C)

Helix Test Cycle { 134 °C)
Helix Test Programi ( 134 °C)
1 User Defined Sterilization Cycle

1 Kullantc Tamimi Sterilizasyon Programi

Vacum Leak Test Cycle
Vakum Kacak Test Programi

Double head Vacuum Pump
Gift Baglikl Vakum Pompasi
Microprocessor Controlled
Mikroislemci Kontrollii
Automatic with Water Pump
Su Pompasi ile Otomatik
Built-in Steam Generator
Dahili Buhar Jeneratori
Electric Heater
Elektrikli Isitici
128x64 Pixel LCD Screen
128x64 Piksel LCD Ekran
42 Character / Line Thermal Printer
42 Karakter / Satir Termal Yazici
RS 232, USB
RS 232, USB
Electricity and Water Sensor
Electrik ve Su Sensdrii
Auditory & Visual
Sesli & Gorsel
Electronical & Mechanical
Elektronik ve Mekanik
Stainless Steel Tube and PTFE Tube
Paslanmaz Celik Boru ve PTFE Boru
Solenoid Valve for Steam
Buhar Tipi Solenoid Valf
English / French / Spanish
Portuges / Italian / Russian / Turkish
Tiirkce / Fransizca / Ispanyolca
Portekizce / Italyanca / Rusca / Ingilizce

MOTIFIED BODY 2195

(aveEER Q) SZUTEST
~~ g

£3) C€ C€
2413 2195
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Material Specifications / Malzeme Ozellikleri

Out Body and Chassis Steel and ABS
Dig Yiizey ve Sasi Celik ve ABS
Sterilization Chamber Aisi 304L Stainless Steel
Sterilizasyon Hicresi Aisi 304L Paslanmaz Celik
Steam Generator Aisi 304L Stainless Steel
Buhar Jeneratdr Aisi 304L Paslanmaz Celik
Chamber Door Aisi 304L Stainless Steel
Hiicre Kapist Aisi 304L Paslanmaz Celik

Polishing Method Electropolish After Pasivation
Polisaj Yéntemi Pasivasyon Sonrasi Elektropolisaj
Heat Insulation Wool of Stone

Ist lzolasyonu Tag Yiini

Equipments and Accessories /  Ekipman Ve Aksesuarlar

Loading Rack (S) Report with Thermal Printer ()
Yilkleme Rafi Termal Yazici ile Raporlama

Digital Report with USB (S) Digital Pressure Sensars (S)
USB ile Dijital Raporlama Dijital Basing Sensdrii

Double Head Vacuum Pump () Electricity Sensor (s)
Cift Baslikli Vakum Pompasi Elektrik Sensorii

Solenoid Valves for Steam (5] Built-in Steam Generator {8)
Buhar Tipi Solencid Valf Dahili Buhar Jeneratdrii

A Class PT100 Temperature Sensor (5] Thermic Overload Protection ()

A Sinufi PT100 Isi Sensérii Termik Agir Akim Korumas

Water Sensor (S) HepaFilter (EN1822- H14 Class)  (5)
Su Sensorli Hepa Filtre (EN 1822 - H14 Sinifi)
(S) - Standard (S} - Standart
(0) - Optional (0) - Opsiyonel
[
ASE §

oo’ [

l_

Compatible Directives And Standarts /  Uyumlu Olan Standartlar ve Direktifler
IEC EN 60601-1:2009+A1:2014+AC2011+A12:2015+A1/AC:2014, EN 13060+A2:2019, EN IS0 17665
150 9001, ISO 13485, TS EN 60601-1-2:2016, TS EN 61000-4-2, TS EN 61000-4-3, TS EN 61000-4-4
TS EN 61000-4-6, TS EN 61000-4-8, TS EN 61000-4-11, TS EN 61000-3-2, TS EN 61000-3-3
TS EN 55011, TS EN 61010-2-040:2016, TS EN 61326-1:2013
Pressurized Equipment Directive PED 2014/68/EU, Medical Devices Directive MDD/93/42/EEC



L’41 YUllik Tecrivbe

www.tek-bal.com

ULT uLT uLT
18 28 60

Tank Volume 18L 28L 60 L
Tank Hacim

Tank Capacity 315x320x200 500x300x200 600x300x350
Tank Olgileri (mm)

Tank Quality AlS| 304L AlSI 304L AlSI 304L
Tank Kalitesi

EXtEI‘I‘II‘Eﬂ Dimensions (mm) 330x350x500 515x315x500 720x440x900
Dis Olciler (mm)

Ultrasonic Frequency - 28 28 28
Ultrasonik Frekans (kHz)

Ultrasonic Power : 240 360 720
Ultrasonik Giig (W)

Transducer Units (Piezoceramic) : 6 12 24
Transducer Adeti (Piezoseramik)

Heater Power 800 1000 3000
Isitici Glcu (W)

Rated Power 1040 1360 3700
Maksimum Gug (W)

Timer (Min) 1-59 1-59 1-59
Zamanlayici (Dk)

Temperature(°C) o 750 o _ 750 o _ 750
Sicaklik (°C) 25°C-75°%C 25°C-75°C 25 ~75C

Drain Diameter " " "
Tahliye Capi 12 3/4 !

a _
ety
Ry

Microprocessor Controlled Electronic Panel
Mikroislemci Kontrolli Elektronik Panel

Piezo Ceramic Crystals Which Has Average 38,000 Hours Operating Life
Ortalama 38.000 Saat Calisma Omriine Sahip Piezo Seramik Kristaller

09
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DISTILLED WATER DEVICE Water- Treatment Systems
DISTILE SU CIHAZ Su Aritma Sistemleri

Automatic shutdown function
Otomatik Kapanma Fonksiyonu
Tank capacity : 4 Liters
Hicre Kapasitesi : 4 Litre
Glass container capacity : 4 Liters
Cam Konteyner Kapasitesi : 4 Litre
Production of distilled water capacity for per hour : 1 Liter
Saatlik Distile Su Uretim Kapasitesi : 1 Litre
Production of distilled water capacity for per day : 24 Liter
Guinliik Distile Su Uretim Kapasitesi
Voltage - Frequency : AC 220V - 50/60 Hz
Gerilim - Frekans : AC 220 V - 50/60 Hz
Power : 750 Watt
Gic: 750 Watt
Dimensions : 40 cm x 24 cm x 38 cm
Olciiler : 40 cm x 24 cm x 38 cm

Installation and maintenance free, compact design which is made of all stainless steel
Kurulum ve Bakim Gerektirmeyen, Tamami Paslanmaz Celikten Imal edilmis Kompakt Tasanim

Produced high quality distilled water by treating any water that is filled into
the container (included sea water)
Hazneye Doldurulan Her Tirlii Suyu sleyerek Yiiksek Kalitede Distile Su Uretir.

REVERSE - OSMOSIS WATER TREATMENT DEVICE
REVERSE - OSMOSIS SU ARITMA CiHAZ

MM - 500

Operating Voltage ; 220V-50Hz

Calisma Gerilimi
Daily Water Treatment Capacity 2400 L

Gunlik Su Aritma Kapasitesi :
Operation Mode 1 Fully Automatic

Calisma Sistemi Tam Otomatik
External Dimensions : 40x40x 135cm

Dis Olgtiler

In this process, anion ions and cation ions which are in the water eliminate that are used to produce steam from the generator of

steam sterilizers. Reverse Osmosis units are a top -level element of water purification which used in the most recent high-tech
opportunities at the same time it is applied as an advanced filteration method. The principle of operating of these units can be

explained with reverse operation of osmotic balance in nature. Reverse- osmosis system requires more pressure than osmotic

pressure to reverse the osmotic balance. For this purpose, high pressure pumps are used in Reverse-osmosis systems. Water which
pressurized by high-pressure pump is transmitted the membranes that have 5 angstorm sized pores. Water that is outgoing from

the waste line is given into drainage. In this way, failures of sterile equipments which used for the operating room and the compo- i
nents of autoclave production reduce and their usage time will be longer. In short, reverse osmosis are an indispensable “water
treatment” system of steam sterilizers.

Reverse-Osmosis su aritma sistemi sterilizatér buhar jeneratérlerinin buhar tretiminde kullanildigi suyun igerisinde bulunan Anyon
ve Katyon iyonlarinin giderilme islemidir. Bir tiir ileri filtrasyon yontemi olarak uygulanmakta olan reverse-osmosis tniteleri yiliksek
teknolojinin en son olanaklarinin kullanildig Gst dizey bir su aritim elemanidir. Bu iinitelerin ¢alisma prensibi,dogadaki osmotik
dengenin ters igleyisi ile agiklanabilir. Reverse- osmosis sistemi osmotik dengeyi tersine gevirmek i¢in osmotik basingtan daha fazla
basinca ihtiyac duyar. Bu amacla Reverse osmosis sistemlerinde yiliksek basing pompalar kullanilir. Yiiksek basing pompasinin basing-
landirdigi su Gizerinde 5 angstrom boyutunda gozenekler bulunan membranlara iletilerek suyun saflastirma islemi gergeklestirilmis
olur. Artik hattindan ¢ikan su ise drenaja veya depolanmak tizeri depo hattina baglanir. Bu aritilmis suyun sayesinde buhar jenera-
tériinde Gretilecek buharin kaliteli olmasindan dolayi sterilizator tretiminde kullanilan parcalarin ve ameliyathanede kullanilan
steril aletlerin arizasini azaltip kullanim sirelerini uzatmaktadir. E
Kisacasi buharli sterilizatorlerin vazgegilmez " su anitma " sistemidir. 4}

10 ]
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SEALING DEVICE
PAKETLEME CIHAZI

Temperature controlled by a microcomputer, accuracy 1%, random setup of working temperature range 60 ~ 180 °C;
Mikroislemci tarafindan kontrol edilen +1% hassasiyetli 60 ~180 °C arasinda ayarlanabilen hassas isitici 6zelligi
Automatic protection for ultra-high temperature, low temperature automatic alarm, over-current protection and other leading designs,
Yilksek sicaklik icin otomatik koruma, disiik sicaklik alarm, yiiksek akim korumasi ve hassas givenlik dnlemleri
Safe use, easy Operation, and low repair rate,
Guvenli kullanim, kolay islem, diistk aniza oran.
At the same timebuilt-in double-edged cutting knife to ensure the smooth formation of the incision.
Dahili ift tarafli keskin bicak ile piiriizsiiz ve kolay kesim,

Sealing Length : 400 mm
Yapistirma Uzunlugu

Seal Width (mm) : 12mm
Yapistirma Genisligi (mm)

Temperature Range ¢ 60 ~180°C
Sicaklik ayart

Power : 550 Watt
Gl (220V£%10, 50-60 Hz)

Weight 2 13Kg
Adirlik

Dimensions : 460x330x 150 mm
Olctiler

AUTOMATIC SEALING DEVICE
OTOMATIK PAKETLEME CIHAZI

Temperature controlled by a microcomputer, accuracy 1%, random setup of working temperature range 60 ~ 220°C;
Mikroislemci tarafindan kontrol edilen +1% hassasiyetli 60 ~ 220 °C arasinda ayarlanabilen hassas isitici ozelligi

High rate increase of temperature, only 40 seconds needed from room temperature to 180 °C
Hizli isitma ozelligi ile oda sicakhdindan 180 °C sicakliga ulasmasi icin sadece 40 saniye yeterlidir

Adjustable fixed-force system, suitable for sealing 3D paper -plastic pouches and paper-plastic pouches of any thickness, with native 0Q function.
3D kagrt plastik posetlerin ve her kalinlikta kagit plastik posetlerin sizdirmazlig icin ayarlanabilir kuvvet sistemi.

Seal Speed 10 £0.5m/min
Yapistirma Hizi

Seal Width (mm) : 12mm
Yapistirma Genisligi (mm)

Seal Margin : 0~35mm
Paket Acma Boslugu

Temperature Range © 60 ~220°C
Sicaklik ayari

Power ; 500 Watt
Gig (220V %10, 50-60 Hz)

Weight : 15Kg
Adurlik

Dimensions : 490260 x 136 mm
Olciller

11
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~ AUTOMATIC SEALING DEVICE WITH PRINTER AND BARCODE READ SYSTEM
BARKOD OKUMA SISTEMLI YAZICILI OTOMATIK PAKETLEME CIHAZI

7" Color capacitive touch screen, with Android 05 graphical user interface, and parameters can be setup and stored.
7" Renkli Kapasitif Dokunmatik Ekran, Android isletim sistemli kullanicr arayiizi fle kolay kullanim ve depolama.

Printing system can print medical device labels, marks and informations; Printing of sterilization date, expiry date, Lot No, Serilizer No, operators and department conforms to relevant standard
Gelismis yazic sistemi ile sterilizasyon tarihi, son kullanim tarii, lot numaras, sterilizat6r numarasi, kullanici, departman qibi bilgileri yazdirabilme.

With in-built printer; font width, space are adjustable, convenient for more informations to be printed an narrow pouches; print function can be closed with one-key or partially activated.
Dahili yazic1 sayesinde yaz tipi genislidi ve bosluk ayarlanabilir, dar torbalara daha fazla bilgi yazdinlabilr, yazdirma slevi tek tusla kapatilabilir veya kismen etkinlestirilebili,

System automatically provides printing width value and estimates minimum pouches width for printing requirement.
Sistem basks gereksinimi icin minimunm tarba genisligini tahmin eder ve otomatik olarak bask genisligi degeri saglar.

In- built color touch control screen can be used without computer connection to set up or change the operation parameters, with English input methods or using optional scanning gun,
Bilgisayar hadlantist olmadan calisma parametrelerini ayarlamak veya dedistirmek icin dahili dokunmatik kontrol ekrani giris yantemleriyle veya istege bagl tarama tabancasiyla kullanilabili,

Adjustable fixed-force system, suitable for sealing 3D paper-plastic pouches and paper-plastic pouches of any thickness, with native OQ function,
30 kadtt plastik posetlerin ve her kalinlikta kadit plastik posetlerin sizdirmazligr icin ayarlanabili kuvvet sistemi.

Seal Speed g 10 +0.5 m/min
Yapigtirma Hizi

Seal Width (mm) ! 12 mm
Yapigtirma Genisliai (mm)

Seal Margin : 0~35mm
Paket Acma Boslugu

Temperature Range : 60 ~220°C
Sicaklik ayar

Power : 500Watt {220V £%10, 50-60 Hz)
(i

Weight : 18Kg
Adirik

Dimensions © 560%260%220mm
Oleiler

AUTOMATIC SEALING DEVICE WITH PRINTER
YAZICILI OTOMATIK PAKETLEME CIHAZI

7" colored capacitive LCD touch screen, graphical operation interface, in-built clock, random setup of parameters and Large-font printing and automatic storage function ;
7" Renkli Kapasitif Dokunmatik Ekran, Android isletim sistemli kullanici arayizii ile kolay kullanim ve depolama.
Have in-built forward (backward) counter to accurately count sealing quantity;
Dahili baslangss ve bitis sensorleri sayesinde toplam islem sayacy,
The machine will stop working automatically if the sealing temperature exceeds :+ 4 °C, this can gurantee the sealing quality and safe operation;
Isi ayan +4°C agilir ise paket giivenligi iin otomatik kapatma fonksiyonu,
Temperature controlled by a microcomputer, accuracy +1%, random setup of working temperature range 60 ~ 220 °C;
Mikroislemci tarafindan kontrol edilen £1% hassasiyetli 60 ~220 °C arasinda ayarlanabilen hassas isitici dzelligi

SelingWidth(om) = 12mm / \

Yapistirma genisligi (mm)

Closing Speed (m /min) ~ : 10m
Kapatma Hizi (m / dak)

Power Consumption (Watt) : 500 Watt
Enerji Tuketimi (Watt)

Weight : 15Kg

Adirlik

Operating Voltage : 220V 4%10 50-60 Hz
Calisma Gerilimi

Dimensions (mm) : 566x190x235mm
Olciiler (mm)

12
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STERILIZATION BASKET RACK
STERILIZASYON SEPET RAFI

Dimensions (WxD xH)
Olciiler (ExBxY)

-450x 610 x 2000 mm

i | - STERILIZATION AND WASHING BASKETS
LRSI g A | STERILIZASYON VE YIKAMA SEPETLERI

I o Dimensions (Wx D x H)
2 Olctiler (ExBxY)

A e STU - 285 x 585 x 140 mm
A\t /f - 285 x 585 x 185 mm
O - 285 x 285 x 285 mm
e - 385 x 585 x 185 mm
-385 x 585 x 90 mm
SHELF SYSTEM

PASLANMAZ STERILIZASYON ISTiF RAFI

Dimensions (Wx D x H) ‘ |
Olculer (ExBxY) [ e

-530x 1220 x 1830 mm
-500 x 1830 x 1830 mm 1
-600 x 1520 x 1830 mm e i

Grade AISI 304 Stainless Steel
AlS| 304 Kalite Paslanmaz Celik

Flexible Production in Different Designs and Dimensions
Farkli Tasarim ve Olciilerde Esnek Uretim
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STERILIZATION BASKETS
PASLANMAZ STERILIZASYON SEPETI

Dimensions (WxDxH)
Olciiler (ExBxY)

- 250 x 530 x 50 mm

LEAD APRON HANGER
SEPET ISTIF RAFI

Dimensions (WxDxH)
Olctiler (ExBxY)

-600x 610 x 1850 mm

CAP, BONNET & MASK CUPBOARD
MASKE, BONE VE GALOS DOLABI

Dimensions (WxDxH)
Olciiler (ExBxY)

- 650 x 350 x 1200 mm

Grade AlSI 304 Stainless Steel
AlSI 304 Kalite Paslanmaz Celik

Flexible Production in Different Designs and Dimensions
Farkli Tasarim ve Olglilerde Esnek Uretim

15
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